REVISION RECORD

BY REDUCHG
3. STRAW WATTLES TRAP SEDMENT AND REDUCE SHEET & RLL 30 A FAVORABLE

SLOPE GRADIENT, INCREASING INPILTRATION RATES  AND BY b REFERENCE

DAILER. PAT SN MOR ! 1. REFER TO FIGURE 1 FOR GENERAL REFERENCE NOTES.
4. STRAW WATILE INSTALLATION REQUIRES THE PLACEMENT AND SINNG OF

THE WATTLE IN A TRENCH. 3* — 5° DEEP, DUG ON CONTOUR.  RUSOFF WUST NoT

BE ALLOWED TO RUN UNDER OR AROUND WATTLE.
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PENUELAS, PUERTO RICO

PLACE 4" OF FABRIC
\Y, ALONG TRENCH. AWAY STARLE

1. PLACE ONE STRAW BALE PERPENDICULAR ALONG STRAW BALE BARRIER
(100" 0.c.)

SILT FENCE/STRAW BALE BARRIER
NTS.

PENUELAS VALLEY LANDFILL
NUELAS VALLEY LANDFILL, LLC
T

HYDROLOGIC AND HYDRAULIC S

PE

CONTRIBUTION PLAN

STORMWATER POINT SOURCE

3. METHOO OF INSTALLATION SHALL BE AS PER MANUFACTURER'S RECOMMENDATIONS.
FILTER SOCK EROSION CONTROL
BARRIER SCALE IN_FEET
NTS.




